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TECHNICAL DATA

TYPE OF CONSTRUCTION
Colour housing™®:

Colour exhaust screen™:
Size (Wx Hx D)

Housing:

Exhaust screen:

Empty weight:

CHARACTERISTIC VALUES
Mains connection:
Power consumption:

Water tank capacity:

OPERATING DATA
For room sizes up to:
Air flowe:
Evaporation rate:

Running noise:

ACCESSORIES
« Safety pressure hose for direct water connection

= Water monitor incl. sensor

« Safety collection reservoir as additional protection against leakage

+ Automatic water supply

Subject to technical modifications

*Colours may vary fraom actual devices device housing colour due to printing
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Luftbefeuchtung Proklima GmbH

"' Humidity 5ystems - since 1928

Luftbefeuchtung Proklima GmbH

Schwarzacher Stralle 13 - 74858 Aglasterhausen

Germany

Phone: +49(0)6262 /5454
Fax: +49 (0) 62 62/ 3255

E-mail: mail@brune.info
Website: www.brune.info

RAL 9002, grey/white

G0 em = &7 cm x 30.¢m
galvanized metal
plastic

approx, 19 kg

230V /50 Hz
50 watts

approx, 25 litres

mast. 500 m?

300/500 m*fh

1.2 ltr'h at 23°C and 45% rh.

34 - 40 dBA
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ZASTUPNIK:

EMA d.o.o.
Marti¢eva 38/2

10000 Zagreb, Hrvatska
Tel: (385 1) 455 27 07

Fax: (385 1) 455 27 08
E-mail: ema@ema.hr

www.ema.hr
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